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Usage

Each compartment in
the M16DCe can
maintain temp from
2-8°C through a desert
night or with continu-
ous power at 42°C
ambient

FOB

One unit containing
2 cooled chambers
at similar or differing
temperatures for
your FOB/Field
hospital.

24v and 230v

The M16DCe, like the
other CoolBoxes,

accepts a wide range
of DC and AC voltage
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M16DCe

Tactical CoolBOX

The M16DCe CoolBOX is a rugged portable fridge for use in a
FOB or other similar environment. It has 2 separate chambers
which can be set to different temperatures. It has two sets of
batteries and has double the insulation of the M12DCe tactical
fridge, yielding better maintenance of temperature and less
battery use. It can be operated from 12-28v on a vehicle or 240v
mains power.

FEATURES

‘/ Stream Visi software
\/ Two 7 litre compartments
J One set of controls for both compartments

\/ Multicolour interactive display

tel: +44 208933 6611
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M16DCe CoolBOX

M16DCe
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User Interface

Display

The M16DCe is available with an interactive colour touchscreen (as
shown) or the standard OLED display (similar to M12DCe). The SD
card data logger records the two different sets of temperature and
environmental parameters separately, enabling comprehensive
data reporting and analysis in each case.
Min 29°C

Max45°C
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